Ultracompact
water activity kit.

m Low-maintenance sensor
and readout in a
single unit.

m Perform quick checks,
measure dyw in 5 minutes
or less.

m Easy-to-read display
shows water activity
and sample temperature
together.

m long 3-year battery life.
No adapter or external
power supply required.

m Remarkably portable,
and lightweight.

m One year warranty—
parts and labor.
Extended warranty available.

® Easy calibration saves
fime.

m Included: protective
case, cups, solutions,
quick-start guide,
and manual.

B Designed for quick checks by health inspectors, food scientists, and QC managersin
foods, pharmaceuticals, and cosmetics.
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m When your
work takes
you away
from the lab,
take along
Pawkit.
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SPECIFICATIONS
Pawkit

Operation
environment:

5to 50°C (41to 122°F).

0 to 0% relative humidity
(non-condensing).

Warranty:

One year-parts and labor.
Extended warranty
available.

Case:

Sensor: Stainless steel with

Dielectric humidity sensor. | (..o o clastomer base.

Measuring water activity
away from the lab has
5 minutes. capacity: never been so easy.
7ml recommended
Power: (15ml full).

Measurement speed: Sample dish

2 Li Coin cells (3V).

Calibration
standards:
6.0mNaCl-0.764,.
13.4Im LiCl - 0.254,,.

Battery life:
3 years typical.

Four Vials of
Standards

I%Boﬂom Foam Insert /.

Display: (~ // ™
6-digit LCD display with Carrying case:
serTb.o|s. o Clamp-hinge rigid shell
3-digit dv, 3-digit with foam insert and
femperature. external vinyl protection. L/
(9.75"x 6" x 2"). (
Accuracy:
+0.024,. \ <
10-Pack of l Pawkit \
Sample Ultracompact Stainless
Range: Cups Water Steel
Oto104ay. Activity Sample
Instrument Cup
Resoluti Additional case kit
+g;?au ton: accessories [nof shown:
e Extra 100 disposable
le cuns. DECAGON
Weight: sc:rrwp = : Post Office Box 835
115g (40z). Quick-start guide & Pullman, Washington 99163

Case dimensions:
3.5 x 4 inches (oval).

DS14PA-10

user’s manual.
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